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When the arc deterioration is discussed、includingmel-
七ing，decomposition and evaporation of the electrical 
insulating materials， it is considered to be reユated七O
the temperature rise on the insulator surface due to the 
arc. Eventually， it is considered that the appraisal of 
arc resistance of electrical insulating materials is de-
cided from the point of heat-proof of insulator surface 
to the arc. 
From these points of view，七heappraisal coefficient 
of arc resistance m characterized the properties to the 
arc.over the insulating material was defined and the ap-
praisal of arc resistance were done in the use of m. 
This coefficient is a function of the thermophysical ma-
terial characteristics and is independent of the dischち-
rge parameters and dimensions of the test device. 
In short， the appraisal of arc resistance is possible 
only by obtaining the thermophysical proper七iesof insu-
1βting ma七erials.
It should be noted that this proposed criterion is ob-
tained from the absence of phase transformations in the 






















































初期の温度をoVCとし， -b/ 2 ~ x ~ b/2の範囲に亘って(1)式を積分した結果が(2)式である。し
たがって，求める半無限表面の最高温度は次のようになる o
Trn2=4qi七/(πACγ) …・……・・…….....・H ・.....……..…...・H ・-…………H ・H ・.(3)2)
きて，アーク断面でb>aと仮定し，側面よりの熱エネルギーの放散を無視して考えると，アー
ク放電の単位長について次の関係式が成立つ o すなわち，
q = EI/b 二 Ela/ba = jEa ……………………...・H ・-・……………・・・……・・……・(4)
ただし， Eは電界の強さ，工は電流， jは電流密度である。
(4)式を(3)式に代入して次の式が得られる。
2 -i;jEa)2tjE)2t ・H ・...・H ・..………...・H ・.…..・H ・..……...・H ・-(5)




Tin ~ Te ・H ・H ・-…・…・…・…・・……・……一一…・・…・……一一…一…・…・・…・……-…一…(6)
したがって，耐アーク性時間は(5)式より求める乙とが出来る。すなわち，
七rnin二 πACγT;/ (jEa)2 = ma -2/(jE)2...・H ・...・H ・H ・H ・.・H ・..・H ・.・H ・-…(7)

















Table 1 Various properties of insulating 
materials. 
Insuloting λ C I T且
motericl W.(m.k) w.sec匂・k)'9・(m3f.'(IO') 。C
PVC resin 0.20 1.05 14.0 60 
Urea cellulose-
0.36 filled 1.67 15.0 77 
Polypropylene 0.13 1.93 9.1 145 
POlyethylene 0.33 2.30 9.2 105 
Silicone-gloss 0.29 1.09 18.5 250 
Efpi lolexy d m ineml- 0.62 1.00 18.0 220 
Micalex 0.83 0.8ア 28.8 1000 
Asbestos 0.37 0.84 33.0 1550 
Steatite ceramic 2.51 0.84 27.0 1190 
Quartz glcs宮 1.47 0.84 22.2 1680 
Zircon ceromic 5.02 0.84 35.0 2600 
Alumino ceromic 16.72 0.84 36.0 1800 














Table n Values of coefficient m of various 
insuloting materials. 
Insulating 人.C.( T~ π1 ASTM LowvolTfGEK 9e high currer17 0495・73。rc1es 
円10terial (WX .d10心5主ec 。c (W.Tril)もec (sec) A.C.400Hzl D.C.500V XIO" 300V.800A 1 500A 
PVC resin 2・80 60 0'03 
30-70 一tracked 
Ureαcellulose- noi'eYO雪山nVerry osqi oode Goc oadr，be。4oro1 s』on
filled 9'01 77 0・21 +C4内側jz凶 on + + carbonized C4rbonizect 
Polypropylene 2-45 145 0・16 一 一 一
PolyethyJene 6・99 105 0・22 一 一 一
Si licone-gloss 5・36 250 1.03 150..250 一 一
Efpilol e xyd minerol-
1/・34 220 1.70 60..180 fProd o cr ked 2， tracked 
250 Excellent 15 
Micalex 21'02 1000 65・10 tracKecl eroSlon erOSion 
Asbestos 10'23 1550 76・19 NontracK剖 一 一
Steotite cer'omic 56・70 1190 248・79nEoXnCTErlaletnkt 倒 一 一
Quartz glass 
Excellent Excellenす
26・40 1680 208・56 。 erOSion etosion 
Zircon. ceromic 147，・00 2600 3072・10 " Excellent Excellent 
Alumina ceromic 504.00 1800 5061・17 " .， ~ 
8erillium ceramic 4926・002000 61107.25 ~ ~ 。
不 rn the oppraisal of arc res istance of this tesち theresult of 
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